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(57) Abstract: The invention relates 
to a packing consisting of a sleeve (1) 
provided with a cavity, and a cap (8) 
that can be connected to the sleeve. 
A container (3), especially consisting 
of plastic or glass, is arranged in the 
. cavity of the sleeve, preferably for 
receiving liquid and/or viscous substances 
dispensed by a dispensing device. The 
aim of the invention is to improve one 
such packing for a plastic or glass 
container for receiving liquid and/or 
viscous substances dispensed by a 
dispensing device, in such a way that the 
packing is high-quality and flexible for 
a plurality of different containers. To this 
end, the container (3) can be fixed in a 
receiving element in the region of the end 
of the sleeve (1) opposing the cap (8) in 
a positive or non -positive manner. 

(57) Zusammenfassung: Die Erfindung 
betrifft eine Verpackung bestehend aus 
einer einen Hohlraum aufweisenden 
Hulse (1) und einer mit der Hulse 
verbindbaren Kappe (8), wobei in dem 
Hohlraum der Hulse ein Behalter (3), 
insbesondere aus Kunststoff oder Glas, 
vorzugsweise zur Aufnahme von iiber 
eine Spendereinrichtung abzugebenden 
liquiden und/oder viskosen Stoffen 
angeordnet ist. Urn eine gattungsgemaBe 
Verpackung fur einen Behalter aus 

Kunststoff oder Glas zur Aufnahme von iiber eine Spendereinrichtung abzugebenden liquiden und/oder viskosen Stoffen derart 
weiterzubilden, d ass die Verpackung 
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